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Digital caliper  
DIN 862, IP 54

•    made of stainless steel, hardened 
•    4-way measurement 
•    IP protection level IP 54 
•     with on/off, zero and mm/ich button  
•    reading 0.01 mm 
•    Data output (RB 2) 
•    in case 

Item no. Range mm Accuracy mm Jaw mm Euro/pcs

216.255 150 0,02 40 45.00

216.256 200 0,02 50 75.50
216.257 300 0,03 60 118.00

Item no. Range mm Reading Jaws mm d mm e mm f mm kg Euro/pcs

201.351      1250 /  42”       1/20  /  1/128” 200 31 10 18 3.6 966.00

•     made of stainless steel, hardened,  
     satin chrome finished 
•    monoblock 
•    for outside, inside and step measuring  
•    with fine adjustment 
•    accuracy DIN 862 
•    in box (for transport only!)

Control caliper 1250 mm 
DIN 862, dimension of the measuring rode 31 x 10 mm

Digital inside groove caliper  
with cross points

Item no. Range mm Accuracy mm meas. jaws mm Euro/pcs

240.039.N 10 - 100 0.05 30 145,50

•     for inside groove measuring 
•    made of stainless steel, hardened 
•    metal casing 
•    Measuring system with 3 V 
•     with on/off and zero/preset button  
•    reading 0.01 mm 
•    Data output (RB 5) 
•    in case/box 



Stock information and delivery time: www.gimex-exactools.de/new products/ EN-2

New products at catalogue 2024

Digital depth gauge 
made of plastic

Item no. Range  mm Base mm Accuracy mm Euro/pcs.
218.091 25 53 0,05 29.60

•    body made of plastic 
•    with needle point ø 2.5 mm,  
      spherical measuring face  
•    spring pressed 
•    reading 0.01 mm, accuracy 0.05 mm 
•    with on/off, zero, mm/inch and ABS button 
•    automatic power off

Caliper  
made of plastic

•    made of plastic 
•    jaws 40 mm 
•    with depth gauge 

Item no. Range mm Reading mm Euro/pcs

201.114 150 0,05 4.50

Digital caliper  
with flat gripper points

Digital caliper  
with round gripper points

•     with gripper points mm 55 mm 
•     with jaws 75 mm 
•    made of stainless steel, hardened 
•    Electronics with metal casing 
•    Measuring system with 3 V 
•    with on/off, zero, unit and hold button 
•    Data output (RB 5) 
•     reading 0.01 mm or 0.0005“ 
•    in case/box 

•     with gripper points mm 157 mm, round 
•     with jaws 60 mm 
•    made of stainless steel, hardened 
•    Electronics with metal casing 
•    Measuring system with 3 V 
•    with on/off, zero/ABS, umm/inch, preset,  
     tol- and hold button 
•    Data output (RB 5) 
•     reading 0.01 mm or 0.0005“ 
•    in case/box 

Item no. Range mm Accuracy mm inside meas. from mm Euro/pcs

240.059 0 - 300 0.05 10 334.00

Item no. Range mm Accuracy mm inside meas. from mm Euro/pcs

240.057 0 - 250 0.04 10 278.00

Digital caliper, 150 mm 
made of fibreglass

Item no. Range  mm Jaws mm Euro/pcs.
216.073 150 40 17.50

•    made of fiberglass 
•    with extra big display, digit height 16 mm 
•     reading 0.1 mm or 0.01“ 
•    with on/off, zero and mm/inch button 
•    in blister

Case for caliper 150 mm 
with euro hole, tranparent

Item no. Quatity Euro/pcs
216.Box.BL 1 2.00

•    for caliper 150 mm 
     (analog or digital) 
•    tranparent 
•    with euro hole
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Item no. Range mm Pcs/Set B mm A mm D mm Reading mm Accuracy* μm Euro/set

312.344                6  -  12 3 1,5 55 5.8 0.001 0.004 1,195,00

312.345              12  -  20 2 0.5 80 11.8 0.001 0.005 877.00

312.346              20  -  50 4 0.5
90 
90 

105 
105

15.8 
15.8 
23.8 
23.8

0.001 0.005 1,535.00

312.347              50  -100 4 0.5 127 23.8 0.001 0.005 1,920.00

Three point internal micrometer 
reading 0.001mm, DIN 863

•    for blind hole 
•    with carbide measuring faces from 12 mm 
•    satin chrome finished 
•    reading 0.001 mm 
•    with setting gauge and extension 
•    in case/box

Item no. Range mm Standard mm Extention mm B 
mm

A 
mm Reading mm Accuracy* 

μm Euro/pcs

312.430            6  -     8 8     100   x   ø 5.8 1.5 55 0.001 0.004 341.00
312.431            8  -   10 8     100   x   ø 5.8 1.5 55 0.001 0.004 341.00
312.432          10  -   12 10     100   x   ø 5.8 1.5 55 0.001 0.004 341.00
312.433          12  -   16 16     150   x ø 11.8 0.5 80 0.001 0.005 234.00
312.434          16  -   20 16     150   x ø 11.8 0.5 80 0.001 0.005 234.00
312.435          20  -   25 25     150   x ø 15.8 0.5 90 0.001 0.005 320.00
312.436          25  -   30 25     150   x ø 15.8 0.5 90 0.001 0.005 320.00
312.437          30  -   40 40     150   x ø 23.5 0.5 105 0.001 0.005 362.00
312.438          40  -   50 40     150   x ø 23.5 0.5 105 0.001 0.005 410.00
312.460          50  -   63 62     150   x ø 23.5 0.5 127 0.001 0.005 446.00
312.461          62  -   75 62     150   x ø 23.5 0.5 127 0.001 0.005 473.00
312.462          75  -   88 87     150   x ø 23.5 0.5 127 0.001 0.005 494.00
312.463          87  - 100 87     150   x ø 23.5 0.5 127 0.001 0.005 520.00

Item no. Range mm Pcs/Set Standard mm Extention mm Reading mm Accuracy* μm Euro/Set

312.484                6  -  12 3 8 + 12      100  x  ø 5.8 0.001 0.004 919.00

312.485              12  -  20 2 16      150  x  ø11.8 0.001 0.005 488.00

312.486              20  -  50 4 25 + 40      150  x ø15.8 0.001 0.005 1,185.00

312.487              50  -100 4 62 + 87      150  x ø 23.5 0.001 0.005 1,545.00

Digital three point internal gauge, set 
Display rotable

•    for blind hole 
•    with carbide measuring faces from 12 mm 
•    display rotatable up to 330°  
•    with on/off, cal, inc, preset, hold, mm/inch and  
     tol button 
•    reading 0.001 mm 
      
     attention: setting standard and extension not  
     included
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Item no. Range mm Reading mm Accuracy μm Euro/pcs

301.076 15 0.001 3 355.00
301.077 25 0.001 3 420.00
301.078 50 0.001 5 520.00

Digital dial indicator, reading 0.001 mm 
with rechargeable battery, display rotatable

Digital dial indicator, reading 0.0005 mm 
with rechargeable battery

•    measuring system with high precision optical  
     linear encoder 
•    with rechargeable lithium battery 
•    digital LCD display with analogue bar graph 
•     display rotatable 270° 
•    measuring direction reversible 
•    reading: 0.001 mm 
•    repeatability: 0.002 mm 
•    with ON/OFF/ZERO, ABS, SET/TOL and HOLD buttons 
•    automatic power off 
•    clamp shank 8 h6 
•     in case/box

•    measuring system with high precision optical  
     linear encoder 
•    with rechargeable lithium battery,  
     charging via USB cabel (included) 
•    reading: 0.0005 mm 
•    accuracy: 0.003 mm 
•    repeatability: 0.0015 mm 
•    with ON/OFF, ZERO, DATA buttons 
•    data transmission via special cable (optional) 
•    automatic power off (switchable) 
•    clamp shank 8 h6 
•     in case/box

Item no. Range mm Reading mm Accuracy μm Außenring mm Euro/pcs

301.086 12.7 0.0005 3 60 355.00
301.087 25.4 0.0005 3 61 510.00
301.088 50.8 0.0005 3 61 845.00
220.291 USB data cabel, length about 3 m 120.00

Item no. Range mm Reading mm Accuracy mm Euro/pcs

302.204 0 - 25 0,001 2 485.00

3 mm

10 mm

Digital snap micrometer 0 - 25 mm 
with rechargeable battery

•     measuring system with high precision optical  
     linear encoder 
•     carbide measuring spindle 6.5 mm 
•     spindle thread pitch 10 mm/U 
•    with snap, meas. range 3 mm 
•    display with bar graph 
•    reading 0.001 mm 
•     accuracy 0.002 mm 
•    with ON/OFF, ZERO, M, HOLD and DATA buttons 
•     measuring force 5 - 10 N 
•     with rechargeabl lithium battery  
     (chargeable via USB charging cable) 
•     with case/box
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Depth extension for internal meas. instrument 
for internal meas. instr. 35 - 50, 50 - 100/160/180 mm

Lift frame for dial indicator 
for lift of measuring rod of dial indicator

Item no. Quatity Euro/set
208.054.T 185 68.30

Item no. Quatity Euro/Stk.
           208.000 1 2.65
           208.000.P 10 11.00

26

10

Digital caliper gauge for inside measurement 
with digital dial indicator IP 65

•     for measuring bores, internal groove etc. 
•     with ball contact point ø 2 mm, hardened 
•    inductive measuring system, IP 65 
•    with digital LCD display 
•    reading 0.001 mm 
•    mm/inch, 0/off, preset, tol and „+/-“ button 
•     in case/box

Item no. Range mm Accuracy mm Meas. point (ø x H) mm L mm Euro/pcs

209.232              15  -   35 ± 0.02 ø 3 x 3 50 236.00
209.233              35  -   55 ± 0.03 ø 3 x 6 80 236.00
209.234              55  -   75 ± 0.03 ø 3 x 8 90 257.00
209.235              75  -   95 ± 0,.03 ø 3 x 8 100 257.00

Digital caliper gauge for outside measurement 
with digital dial indicator IP 65

•     for measuring external size, ouside groove etc. 
•     with ball contact point ø 2 mm, hardened 
•    inductive measuring system, IP 65 
•    with digital LCD display 
•    reading 0.001 mm 
•    mm/inch, 0/off, preset, tol and „+/-“ button 
•     in case/box

Item no. Range mm Accuracy mm Meas. point (ø x H) mm L mm Euro/pcs

209.261              0   -    20 ± 0.02 ø 3 x 6 60 236.00
209.262            20   -    40 ± 0.03 ø 3 x 6 60 236.00
209.263            40   -    60 ± 0.03 ø 3 x 6 55 247.00
209.264            60   -    80 ± 0.03 ø 3 x 6 55 247.00
209.265            80   -  100 ± 0.03 ø 3 x 6 55 257.00

Magnetic dial support  
with lamella magnet base

•    total height 207 mm 
•    column ø 12 x 173 mm 
•    arm ø 10 x 153 mm 
•    magnetfuß 
     -   with lamella 54 mm 
     -   adjustable height 15 mm 
     -   Dimension 75 x 47 x 54 mm

Item no. Euro/set
208.118.1 66.70

Magnetic dial support  
with central clamping and lamella magnet base

•    total height 207 mm 
•    column ø 12 x 173 mm 
•    arm ø 10 x 153 mm 
•    magnetfuß 
     -   with lamella 54 mm 
     -   adjustable height 15 mm 
     -   Dimension 75 x 47 x 54 mm

Item no. Euro/set
208.118.2 92.20
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Steel beam compass 
with round rod and carbide scriber

Taper slot 
range 1 - 20 mm, reading 0.1 mm + 0.2 mm

•    made of tools steel 
•    for metric thread 60° or 
     whitworth thread 55° 

Taper slot gauge, 30 - 45 mm 
reading 0.1 mm

Item no. Range  mm Euro/pcs
318.053 60° 3,70
318.054 55° 3,70

•    for measuring of slot width 
•    made of tools steel 
•    thickness 1.2 mm 
•    reading 0.1 mm 

Taper slot gauge  
reading 0.1 mm

Item no. Range  mm Euro/pcs
318.042 30 - 45 25.00
318.039 1 - 15/15 - 30 /30-45 45.80

Item no. ACME thread mm Square thread Pitch Angle Euro/pcs
318.051 2 / 3 / 4 / 5 / 6 /  

7 / 8 / 9/ 10 /12
2 / 2,5 / 3 / 3,5 / 4 / 

 4,5 / 5 / 6 / 7 / 8
55 ° + 60° 11.00

Turning and thread gauge 
combined

•    made of steel 
•    for ACME and square  
     thread  
•    with angel

Item no. ACME thread mm Saw cut angel ° Angle Euro/pcs
318.052 2 / 3 / 4 / 5 / 6 /  

7 / 8 / 9/ 10 /12
40 / 45 / 50 / 55  

/ 60 / 70 / 75 /80°
55 ° + 60° 11.00

Turning and thread gauge 
combined

•    made of steel 
•    for ACME thread and  
     saw cut angel 
•    with angel

•    rode made of INOX steel ø 19 mm 
•    with mm scale 
•    with carbide scriber points

Item no. Range mm until diameter mm Point ø x L mm Euro/Pc.
            201.274 500 1000 25 x 100 85.00
            201.275 1000 2000 25 x 100 125.00
            201.276 1500 3000 25 x 100 162.00
            201.277 2000 4000 25 x 100 225.00
           201.274.A Spear scriber points (pair) 39.00

Item no. Range mm Dimension mm Euro/Pc.
318.048 1.0 - 20 22 x 8 32.00

•    for measuring of slot width 
•    made of tool steel 
•    reading 0.1 mm + 0.2 mm

Additional base for digital proctractos 
for digital proctractos 214.05x

Item no. Dimension (L x B x D) mm Euro/Pc.
214.050.A 100 x 20 x 4 25.00

•    base for using at small  
     angel 
•    thickness 4 mm
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Measuring tape 
EC class II

•    blade made of tape steel  
•    one side mm scale,  
     yellow/black 
•    with stop and belt clip 
•    ABS case

Item no. Length m Width mm Euro/pcs

203.110 3 16 6.00
203.111 5 19 7.65
203.112 8 25 13.20

Measuring tape 
EC class II

•    blade made of tape steel, 
     nylon coated 
•    one side mm scale,  
     yellow/black 
•    with stop and belt clip 
•    ABS case

Item no. Length m Width mm Euro/pcs

203.120 3 16 6.50
203.121 5 19 9.15

Measuring tape 
two side mm scale, EC class II

•    blade made of tape steel,  
     nylon coated 
•    two side mm scale 
           - front side: yellow/black 
           - back side: white/black 
•    with stop and belt clip 
•    hook with magnet 
•    ABS case

Item no. Length m Width mm Euro/pcs

203.130 3 16 7.05
203.131 5 19 11.00

Diameter measuring tape 
two side scale mm + diameter

•    blade made of tape steel 
•    two side scale  
           - front: mm 
           - back side:  
                 diameter mm 
•    with stop 
•    ABS case

Item no. Length m Diameter mm Width mm Euro/pcs

203.140 3 950 13 8.95

Steel measuring tape 
two side mm scale, EC class II

•    blade made of tape steel,  
     nylon coated 
•    two side mm scale 
     front: yellow/black 
     back: white/black 
•    3-time speed return 
•    ABS case

Item no. Length m Width mm Euro/pcs

203.151 30 13 40.40
203.152 50 13 57.80

Steel measuring tape 
two side mm scale, EC class II

•    blade made of tape steel,  
     nylon coated 
•    two side mm scale 
     front: yellow/black 
     back: white/black 
•    ABS case

Item no. Length m Width mm Euro/pcs

203.160 20 13 27.80
203.161 30 13 34.10
203.162 50 13 50.40

Scale measuring tape 
self adhesive glue, mm scale, EC class II

Item no. Length m Width mm Euro/pcs

203.170 1 13 6.50
203.171 2 13 10.50
203.172 5 13 19.40

•    blade made of tape steel 
•    mm scale  
•    self adhesive glue

Stand for LED lamp and LED magnifying lamp

•    stand base or disk clamping for 
     LED lamp or LED magnifying lamp 
•    useable for our products  
     503.164 - 503.168

Item no. Dimensions (L x B x H) mm Euro/pcs

503.165.2 650 x 650 x 700 89.30
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Digital inclinomter, small 
with magnet

•    case made of plastic 
•    with permanent magnet (bottom side) 
•    with two M3 thread hole of backside 
•    range: 4 x 90°, reading: 0.05° 
•    display allways at correct direction 
•    accuracy: 0.2° 
•    with hold and ABS/REL funktion 
•    with rechargeable lithium battery 3.7 V 
•    automatic power off after 3 minutes.

Digital inclinomter with spirit level 
measuring uniaxial or biaxial

•    case made of plastic 
•    with permanent magnet (top and bottom side) 
•    with spirit level 
•    measurement uniaxial (X) or biaxial (X + Y) 
•    display °, mm/m or % 
•    display allways at correct direction 
•    with hold and ABS/REL funktion 
•    with rechargeable lithium battery 3.7 V 
•    automatic power off after 3 minutes.

Item no. Range Reading Euro/pcs
215.216 4 x 90° uniaxial 

40° biaxial
0.1°, 1 mm/m, 

0.1%
35.00Item no. Range Reading Euro/pcs

215.215 4 x 90° 0.05° 28.00

Δ x

Δ Y

Digital inclinomter with laser marking line 
with magnet

Digital inclinomter with laser marking line 
with magnet

•    case made of aluminium 
•    with permanent magnet (all four side) 
•    range 4 x 90° 
•    reading 0.05° / 0.01% 
•    display ° or % 
•    display allways at correct direction 
•    with switchable laser marking line for example 
     along a wall 
•    with ABS/REL funktion 
•    with rechargeable lithium battery 3.7 V 
•    automatic power off after 3 minutes.

Item no. Range Reading Euro/pcs

215.217 4 x 90° 0.05° (0.01%) 49.00

•    case made of aluminium 
•    with permanent magnet (bottom side) 
•    measurement uniaxial or biaxial 
•    with double display, diplay °, mm/m or % 
•    display allways at correct direction 
•    with switchable laser marking line 
     (one cross and one straight line) 
•    downside with a M6 hole for using with a stand 
•    with rechargeable lithium battery 3.7 V 
•    automatic power off after 3 minutes.

Item no. Range Reading Euro/pcs
215.218 4 x 90° uniaxial 

40° biaxial
0.1°, 1 mm/m, 

0.1%
55.00

Δ x

Δ Y
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Item no. Length mm Reading mm/m Euro/pcs
215.131 150 0,02 167.00
215.132 200 0,02 188.00
215.133 300 0,02 241.00
215.134 150                        0,1 146.00
215.135 200                        0,1 180.00
215.136 300                        0,1 229.00
215.137 150                        0,3 128.00
215.138 200                        0,3 163.00
215.139 300                        0,3 219.00

Preciion engineer’s spirit level, DIN 877 
with prismactic base

•    base of high grade cast iron 
•    with prismatic base 
•    with length and cross bubble level  
•    accuracy according to DIN 877 
•    easy adjusteable 
•    in case/box

Item no. Size mm Reading mm/m Euro/pcs
215.181           150   x 150 0,02 220.00
215.182           200   x 200 0,02 238.00
215.183           150   x 150 0,1 191.00
215.184           200   x 200 0,1 208.00
215.186           150   x 150 0,3 177.00
215.187           200   x 200 0,3 195.00

Preciion engineer’s spirit level, DIN 877 
with frame and prismactic base

•    base of high grade cast iron 
•    with prismatic base 
•    with length and cross bubble level  
•    accuracy according to DIN 877 
•    easy adjusteable 
•    in case/box

Item no. Length mm Range Euro/pcs
203.034 400 4 x 90° 52.00
203.035 600 4 x 90° 68.00
203.037 1000 4 x 90° 82.50

Digital spirit level with laser marking line 
with magnet

•    Frame made of aluminium 
•    with magnetic, with two spirit level 
•    digital display 
           - reading 0.05° / 1 mm/m / 1% 
           - with ON/OFF-, INC/ABS-, HOLD  
               and light button 
           - with back light 
            -  Display allways at correct direction 
•    with switchable laser marking line

Flange Steel Squares 
made of carbon steel

•    made of carbon steel 
•    manufacture standard 
•    zinc plated

Item no. Range mm Euro/pcs

214.544 800 x 800 74.80
214.545 1000 x 1000 116.00



Stock information and delivery time: www.gimex-exactools.de/new products/ EN-10

New products at catalogue 2024

EN-10

Digital shore durometer 
HC (shore A0)

Item no. Range  mm Step Euro/Set
318.821           1.00  -     2.00 0.05 194.00
318.822           2.00  -     3.00 0.05 194.00
318.823           3.00  -     4.00 0.05 194.00
318.824           4.00  -     5.00 0.05 194.00
318.825           5.00  -     6,00 0.05 194.00
318.826           6,00  -     7.00 0.05 194.00
318.827           7.00  -     8.00 0.05 194.00
318.828           8.00  -     9.00 0.05 194.00
318.829           9.00  -   10.00 0.05 194.00

Item no. Range  mm Step Euro/Set
318.851           1.00  -     2.00 0.01 733.00
318.852           2.00  -     3.00 0.01 733.00
318.853           3.00  -     4.00 0.01 733.00
318.854           4.00  -     5.00 0.01 733.00
318.855           5.00  -     6.00 0.01 733.00
318.856           6.00  -     7.00 0.01 733.00
318.857           7.00  -     8.00 0.01 733.00
318.858           8.00  -     9.00 0.01 733.00
318.859           9.00  -   10.00 0.01 733.00

•    for internal comparing measurements 
•    for testing the hardness of Rubber,  
     elastomers, neoprene, silicone, vinyl,  
     soft plastics, felt, leather, plastics,  
     synthetic resin, formica, epoxy,  
     plexiglass etc. 
•    digital display with ON/OFF, Zero and Hold  
     button 
•    in case/box

Pin gauge set, ± 0.002 mm, length 70 mm 
21 pcs/set or 101 pcs/set, step 0.01 mm •    made of special steel 

•    for workshop 
•    length 70 mm 
•    accuracy ± 0.002 mm 
•    in in wooden box

Item no. Euro/pcs
502.230 488.00

Item no. Euro/pcs
502.216 7,455.00

Leeb hardness tester 
HLD and HRC

Rockwell hardness tester with digital display 
half automatic

•    Rockwell hardness tester, robust design 
•    for hardness testing of steels, AL-alloys, Cu-alloys and  
     malleable irons 
•    standard: EN-ISO 6508, ASTM E-48, JJS Z2245 and GB/T230.2 
•    half automatic except for loading preliminary force 
•    Initial testing force 98,07 N, testing force 588.4 N/980.7 N/1471 N 
•    reading 0.1 HR 
•    5.2” color touch screen, display loading force, indenter type,  
     dwell time and conversion scale 
•    auto compute max, min, mean and deviation value 
•    auto hardness conversion to other scales 
     (HRA, HRB, HRC, HRD, HRE, HRF, HRG, HRH, HRK, HRL,  
     HRM, HRP. HRS, HRV) 
•    adjustable dwell time 1 - 60 sec. 
•    support multiple languages, German, English,Turkisch,  
     Portuguese, Czech, Chinese, Korean etc. 
•    with three testing table (ø 150, ø 60, V-form) 

•    easy operation 
•    OLED display, good reading even in the sunshine 
•    high accuracy  ± 0.5% (HLD=800) and  
     repeatability of 0.8% 
•    display of hardness at HL and HRC 
•    rechargeable lithium battery 
•    standby: 200 hours, working hours: 10 hours 
•    working temperature: - 20° C - 60° C 
•    storage temperature: - 30° - 60° C 
•    relative humidity: 90% 
•    with supporting ring for little or round items,  
     charging cable, power supply and cleaning brush

Art.-Nr. Range Reading Accuracy Indenter Meas. standard using for Euro/Pc.
208.352.N 0 - 100 HC 0.5 HC 2 HC C Shore A0 Foams 

sponges
90.00
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Coating thickness gauge 
with build-in probe

Video inspection endoscope 
with 4.3” color display

•    Coating thickness measurement by magnetically and  
     eddy current principle (ISO 2178, 2160, ASTM D7091) 
•    with fix internal probe 
•    useable for coating made of 
     -    non ferromagnetic materials like zinc, aluminum, chrome,  
           copper, rubber, paint, plastic, anodizing on ferromagnetic  
           base and  
     -     non-conductive materials like rubber, paint, plastic,  
           anodizing on non-magnetic metal base. 
•    range: 0 - 1500 μm 
•    high accuracy:  ± (3% H + 1 μm) 
•    calibration methode: one point 
•    with data storage for 1500 measuring value 
•    Data output: USB 
•    power: 3 x AAA battery 
•    auto power off

Item no. Probe ø x L mm Camera Euro/pc

503.192 3.9 x 2000 Head 94.50

503.193 5.5 x 2000 Head + Side 129.50

503.195 5.5 x 5000 Head + Side 135.00

503.196 8.0 x 5000 Head + Side 129.50

•     ideal for quick, visual inspection of critical sites as hollow  
     space, tube, automotive and restoration 
•     4.3” colour LCD monitor, resolution 480 x 854 pixels,  
     horinzontal view angel until 70° 
•     with slot for SD card for photo and video recording (SD card  
     not included) 
•     camera probe: 
           - camera image resolution 1920 x 1080 pixels  
           - auto focus 4 - 500 cm  
           - with flexible water-proof camera head and probe (IP 68) 
           - with fully adjustable white LED lights 
•     battery capacity: 2600 mAh 
•     working time: about 5 h at full charging 
•     with accessories (protective cap, magenet cap and hook)

Item no. Range μm Reading μm Accuracy μm Euro/pcs
502.440 1500 1 3% + 1 472.00

Coating thickness gauge 
with btwo extern probe and USD/WIFI

Item no. Range μm Reading μm Accuracy μm Euro/pcs
502.440 1500 1 1% + 1 1,690.00

•    Coating thickness measurement by magnetically and eddy  
     current measuring principle 
•    with two extern probe F1 and N1 
•    useable for coating made of 
     -    non ferromagnetic materials like zinc, aluminum, chrome,  
           copper, rubber, paint, plastic, anodizing on ferromagnetic  
           base and  
     -     non-conductive materials like rubber, paint, plastic,  
           anodizing on non-magnetic metal base. 
•    calibration methode: one point and two points 
•    measuring mode: serial or individual 
•    with data storage for 500 measuring value 
•    power: 2 x AA battery 
•    delivery: 
           - 1 x device, 1 x probe F1 and 1 x probe N1 
           - 5 x control standard, 1 x Alu-plate and 1 x iron-plate 
           -  case



Stock information and delivery time: www.gimex-exactools.de/new products/ EN-12

New products at catalogue 2024

Measuring tool set with metal case 
ideal for training or scribing work

Item no. Picture Content Euro/set

300.026.1 1 x Vernier caliper with set screw, DIN 862, 150 x 0.05 mm / 6” x  1/128” 
1 x Micrometer, DIN 863, 25 mm, reading 0.01 mm 
1 x Knift straight edge, carbon steel, 100 mm, DIN 874/0 
1 x Control square flat, carbon steel, 75 x 50 mm, DIN 875/2 
1 x Steel ruler, flexible, INOX , 200 x 13 x 0.5 mm 
1 x Wing divider 150 mm 
1 x Carbide scriber 145 mm 

131.00

300.026.2 1 x Digital caliper, INOX, 150 x 0.01 mm / 6” x  0.0005” 
1 x Micrometer, DIN 863, 25 mm, reading 0.01 mm 
1 x Knift straight edge, carbon steel, 100 mm, DIN 874/0 
1 x Control square flat, carbon steel, 75 x 50 mm, DIN 875/2 
1 x Steel ruler flexible, INOX, 200 x 13 x 0.5 mm 
1 x Wing divider 150 mm 
1 x Carbide scriber 145 mm 

138.00

300.026.3 1 x Digital caliper, INOX, 150 x 0.01 mm / 6” x  0.0005” 
1 x Digital micrometer, DIN 863, 25 mm, reading 0.001 mm 
1 x Knift straight edge, carbon steel, 100 mm, DIN 874/0 
1 x Control square flat, carbon steel, 75 x 50 mm, DIN 875/2 
1 x Steel ruler flexible, INOX, 200 x 13 x 0.5 mm 
1 x Wing divider 150 mm 
1 x Carbide scriber 145 mm 

185.00

300.026.4 1 x Center square, carbon steel, 100 x 70 mm 
1 x Steel marking gauge, carbon steel, 200 mm  
1 x Steel proctrator, 80 x 120 mm 
1 x Control square with back, carbon steel, 75 x 50 mm, DIN 875/2 
1 x Steel ruler flexible, INOX, 150 x 13 x 0.5 mm 
1 x Wing divider 150 mm 
1 x Carbide scriber 145 mm 

126.00

300.026.5 1 x Center square, carbon steel, 100 x 70 mm 
1 x Steel marking caliper, carbon steel, 160 mm, base 100 mm  
1 x Steel proctrator 80 x 120 mm 
1 x Control square with back, carbon steel, 75 x 50 mm, DIN 875/2 
1 x Steel ruler flexible, INOX, 150 x 13 x 0.5 mm 
1 x Wing divider 150 mm 
1 x Carbide scriber 145 mm 

210.00

•    7 pcs/set in metal case 
•    ideal for training or scribing work 
•    with stable metal case

Item no. Euro/pcs
300.019 75.30

Measuring set, dial indicator and flexible dial support 
flexible dial supports with locking plier clamp

•    Dial indicator, 0 - 10 mm 
           ø 56 mm, reading 0,01 mm  
 
•    Dial support 
           flexibel, with clamp, 
           forceps total height 320 , 
           mm, for rod until ø 25 mm 
           or blade until 20 mm


